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Compliant  IEC 61439-1, 61439-2
Rated Frequency 50-60Hz
Rated insulation voltage Ui up to 1000V
Rated impulse withstand voltage (Uimp) up to 12 kV
Rated Current In up to 4000A
Rated peak withstand current (Ipk)up to 220 kA
Rated short-time withstand current (Icw) up to 100 kA/1s 
Segregation Form up to 4b

SIVACON S4

Main Characteristics of the series

company profile pura mayungan
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SIVACON S8

High  flexib il ity  of the SIVACON S8 due to a
variety  of cubi cles types.
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Main Characteristics of the series

Compliant with standard IEC 61439 - 1/2
Rated insulation voltage (Ui) up to 1000V
Rated surge electric strength (Uimp) up to 12kV
Rated frequency 50-60Hz
Rated current in up to 7000A
Rated short term current strength (lcw) up to 150kA, 1s
Rated surge current resistance (lpk) up to 330kA
Protection agains electric shock DIN EN 50274
Arc fault test (IEC TR 61641)
Accourding to IEC 61439-2 up to form 4b
Accourding to IEC 60529 up to IP 54
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Low Voltage Switchboard
IPM PRISMA

Main Characteristics of the series

Compliant with standard IEC 61439-1/2
Rated insulation voltage (Ui) up to 1000V AC
Rated frequency 50-60Hz
Rated current in up to 4000A
Rated short time withstand current (lcw) up to 85kA/1s
Segregation form up to 4b
Ingress protection up to IP 54

Low Voltage Switchboard
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Compliant  IEC 61439-1, 61439-2
Rated insulation voltage Ui up to 1000V AC
Rated Frequency 50-60Hz
Rated Current In up to 4000A
Rated short-time withstand current Icw up to 85 kA/1s 
Segregation Form  1, 2a, 2b, 3a, 3b
IP30 to IP54

IPM PRISMA

Main Characteristics of the series
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Low Voltage Switchboard
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Compliant  IEC 61439-1, 61439-2
Rated insulation voltage Ui up to 1000V AC
Rated Frequency 50-60Hz
Rated Current In up to 4000A
Rated short-time withstand current Icw up to 85 kA/1s 
Segregation Form  1, 2a, 2b, 3a, 3b
IP30 to IP54

IPM PRISMA

Main Characteristics of the series
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Schneider Electric Busway
From 20A 6300A

Main Characteristics of the series

Full Type Tested as per IEC 61439-6:2012
KEMA-KURE, ASTA-Diamond, UL Compliance
Seismic Zone 4 Compliance
Steel/Aliminium housting
I Line Plug in & feeder style from 800 A to 4000 A with
aluminium conductor, & to 5000 A with copper conductors
Laminated Bimetal Technology (Copper Contact)
Optional IP54 rated I-Line II offer dust & splash resistance
99.9% Copper Purity
Mylar Insulation by DuPont

Low Voltage Switchboard
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Compliant  IEC 61439-1, 61439-2
Rated insulation voltage Ui up to 1000V AC
Rated Frequency 50-60Hz
Rated Current In up to 4000A
Rated short-time withstand current Icw up to 85 kA/1s 
Segregation Form  1, 2a, 2b, 3a, 3b
IP30 to IP54

IPM PRISMA

Main Characteristics of the series
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Full Type Tested as per IEC 61439-6:2012
KEMA-KURE, ASTA-Diamond, UL Compliance
Seismic Zone 4 Compliance
Steel/Aluminium housing
I Line Plug in Style from 225 A to 600 A with aluminum or
copper conductors
I Line II Plug in and feeder style from 800 A to 4000 A with
aluminum conductors, and to 5000 A with copper
conductors
Laminated Bimetal Technology (Copper Contact)
Optional IP54 rated I-Line II offer dust and splash resistance
protection in plug-in and feeder style
99.9% Copper Purity
Mylar Insulation by DuPont

from 20A to 6300A

Main Characteristics of the series
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Cyber, Biznet, Pertamina Blue Sky, Adaro
Coal Mine, PLTU Grati, Sandivik, Tarjun
Biodiesel, PLTU Gorontalo, PLTS Bontang
(Badak), Schlumberger, Pertamina
Tarakan, Extention Building Halmahera –
Diamond, Apical Dumai, Spam Gersik,
Sulzer Purwakarta, Wilmar Jetty

Mall Pesona Depok Square, Supermall
Karawaci, Sekolah Sampoerna,
Prasetya Mulia, Izzara Apartment, U
Residence 3&5, Haris Vertu Hotel
Harmoni, Taman Anggrek Residence,  

Inalum., MNC News Center Kebon Sirih,
G3TV Kebon Jeruk, Graha Binakarsa,
Distric 8 SCBD, Gold Coast Office, PIK
Office, RS Buddha Tzu Chi, RS Harapan
Kita

Astra Daihatsu, AHM Karawang dan
Cibitung, Century Battery, Shinta Prima
Feedmil, TCL Sentul, ZTT Cable, Piranti,
Hertz , Global Coconut, Premix
Cikampek, Boehringer Ingelheim,
Nutrifood

SPAM Angke Tangsel 200LpS
Incoming 2000Ampere

SPAM Gresik Incoming
3200Ampere, 1000LpS

LV Switchgear APICAL 
Sukanda Djaya Halmahera
Extension(Diamond)
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Manufacturing, Farm Plantation

Mall, University, Hotel, Apartment Office Building, Hospital
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Full Type Tested as per IEC 61439-6:2012
KEMA-KURE, ASTA-Diamond, UL Compliance
Seismic Zone 4 Compliance
Steel/Aluminium housing
I Line Plug in Style from 225 A to 600 A with aluminum or
copper conductors
I Line II Plug in and feeder style from 800 A to 4000 A with
aluminum conductors, and to 5000 A with copper
conductors
Laminated Bimetal Technology (Copper Contact)
Optional IP54 rated I-Line II offer dust and splash resistance
protection in plug-in and feeder style
99.9% Copper Purity
Mylar Insulation by DuPont

from 20A to 6300A

Main Characteristics of the series
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